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Project description: This should include all proposed activities and details on size, height,
sxterior colors, and construction materials of proposed structures. Any areas of ground
disturbance and landseaping details should also be described. 1tis important e describe all
aspects of your project so that you may gain approval for all of the development activities you plan
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Application checklist: The following is required 10 complete your application:

w”  Application form completed and signed
@ Site plan

Key viewing areas checklist, elevation drawings, and landscape details, if required
' Names and addresses of adjacent property owaers, if required

Any additional information as reguired

Signaturc of the property owner{s) indicates chat the property owner(s) is/are aware that an
application is being made on the subject property. Signature of the property owner(s) also
authoerizes the Gorge Commission or the Commission’s designee{s) reasonable access to the
site in order to cvaluate the application.
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Key Viewing Areas:

Key viewing areas are important public viewpoinats and areas that afford opportunitics to view the
Gorge scenery. Key viewing areas are listed below.

Please check those sites which can be seen from your property:

@ Historic Columbia River Highway

o Old Highway 8 [County Road 1230)

o Highway 1-84

w” Washington State Route 142

d Washington State Route 14

= Washington State Route 141

= Pancorama Point Park

= Columbia River

/ Rowcna Plateau and Nature Conservancy Viewpoint

o Cook-Underwood Road

If your project would be visible from one or more key viewing areas, then you must
submit elevation drawings and landscaping details.

Elevation drawings must show the sides of proposed buitdings which would be visible
from key viewing areas, including: A2 Bu.ed. Aibs FRoPore)

& the appearance of proposed buildings over 400 square feet in size
v’ surrounding final grades

Landscape details must show how your project will be screened from key viewing areas,

including: Ao B3 A7 Ay PR PED

=1 location of plants used

<1 numaer of plants

1 size of plants

0 typeof plants

T irrigation provisions or other measures to ensure the survival of landscuping planted for

screening purposes
. location of existing and proposed topographical features which would screen your project.

C



*Please use this template or attach a separate Elevation and Landscape plan

Elevations and Landscape Details:
==
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Each grid equals 50°x 50" at scale of 17 = 200



Adjacent Property Owners:

Lo e

It your project is included in one of the categories beiow, then you must submit names and address of
adjacent property owncrs within a specified distance (200 feet or 500 feet) of the perimeter of your
parcel. The fallowing list specifies the distance within which property owners must be notificd of
your propesal. You only need to provide the names and address (along with the parcel number}; the

Commission will send the notice.

Your county Assessor's Office can assist you in obtaining this property owner information, You may
usc the back of this form to record the names and addresses or you may submit forms which the

county may provide you.
q - = ( 1 M

2 Uses within Residential designation (except single-family dwellings located adjacent to
Agriculture or Forest designations - see notification of landowners within 500 feet)

= Uses within Agriculture designation (except non-farm single-family dwellings in Large-Scale
Agricultare designation - sce notification of landowners within 500 feet)

= Uses within Forest designation (except ugility facilities, railroads, home occupations, cottage
industrizs, wineries, agricuiture product processing and packaging, mineral resources,
geothermal resources, aquaculture, boarding of horses, temporary asphalt/hatch plants,
expansion of non-profit camps-retreats-conference centers, bed and breakfasts, and non-profit
lesrning/research facilities - see notification of landowners within 500 feet)

/Uses within Commercial designations

2 Uses within Recreation designations

ri Uses within Open Space designations

r Uses within Agricuiture-Special designations

rn Uses within Special Management Areas
ificati f land ithin 500 feet:

Single-family dwellings within Residential designation located adjacent to Agriculture or Forest
designations

Non-farm single-family dwellings within Large Scale Agriculture designation

Utility facilities, railroad, home occupations, wineries, agriculture product processing and
packaging, mineral resources, geothermal resources, aquaculture, boarding of horses, temporary
asphalt/batch plants, expansion of nonprofit camps/retreats /conference centers, and bed and
breakfasts, non-profit learning/research facilities within Forest designations



Adjacent property owners {continued:

Township, Range, Section,
Tax Lot Namber

022383 ocerie

Name, Address, and E-mail (if possible)
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Projects Requiring Grading Plans:

It your project meets one of the following, then you pust submit a grading plan:

In the General Management Arca:
e applications for structural development involving more than 100 total cubic yards of
grading (material excavated and/or used as fill} with slopes of more than 10%:
e applications for structural development involving more than 200 total cubic yards of
grading (material excavated and/or used as filf) where the building site is visible from one

or more Key Viewing Areas

Inthe Special Management Area:

« applications for structural development involving more than 100 total cubic yards of
prading (material excavated and/or used as fill) with slopes of more than 10% {except

trails}
A
\/)c%’; wvo7 ALy

The grading plan must include the following:

A map of the site prepared at a scale of 1 inch equals 200, teet (1:2;400} or at a scale
providing greater detail, with contour intervals of at least every five feet including:
e Existing and proposed final grades
+ Location of all areas to be graded, with cut banks and fill slopes delineated; and,
e Estimated dimensions of graded areas.

2 A narrative description of the proposed grading activity, including:

» |is purpose

e An estimate of the total volume of material to be moved

¢ The height of alf cut banks and fill stopes

» Provisiens to be used for compaction, drainage, and stabilization of graded areas
{preparation of this information by a licensed engineer of geologist is
recommended)

» A description of all plant materials used to revegetate exposed siopes und banks,
including types of species, number of, size and location of plants, and a description of
jrrigation provisions or other measures necessary to ensure the survival of plantings;
and

s A description of any interim or permanent erosion control measures te be utilized.

Pleasc note: Structural development an slopes greater than 30% is prohibited,



+Please use this template or attach a separate Grading Plan:

Grading Plan:
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if your project is lisicd below, you will also need to submit additional information. Contacta
Gorge Commission planner for help in identifying the information required.

Projects in the General Management Area:

=)
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Agricultural Buildings and Agricultural Labur Housing

Projects within 1000 feet of sensitive wildlife and plant sites or water resources
Single-family dwellings on lands designated Large or Small Woodland
Single-family dwellings in conjunction with agricultural use

Single-family dwellings not in conjunction with agricultural use (on Large-Scale
Agriculture)

Single-family dwelling for an Agricultural Operator’s Relative

Wineries or tasting rooms

Temporary Hardship Dwelling

Communications and Utility Facilities oo lands visibie from key viewing areas
New livestock grazing; new fences, livestock watering facilities, and corrals; or sotl,
water, and vegetation conservation activities on lands designated Agriculture-
Special

Production and/or development of mineral resources and expansion of existing
quarries

Uses located in or providing recreational access to the Columbia River or its
tributaries

Projects in the Special Management Area:

il

Single-family dwellings on lands designated Forest, Agriculture or Public Recreation
Agricuttural Buildings and Agricultural Labor Housing

Clearing trees for new agricultural use

Any new use or development on lands designated Open Space

Projects Requiring Cultural Resources Reconnaissance Surveys and Historic Surveys for
Large- Scale Uses:

i)
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Residential development of twe or more dwellings

Recreation tacilities

Commercial or industrial development

Public transportation facilities

Electric facilities, lines, equipment, and appurtenances that are 33 kilovolts or
greater

Communication, water and sewer, and natural gas transmission lines, pipes,
cquipment, and appurtenances

Prolects Requiring Sensitive Plant and Wildlife Surveys:

Ut

Land divisions that create four or maore parcels

Recreation facilities Lhat contarn parking areas for [0 cars, overnight camping facilities,
boat ramps, and visitor information and cnv:ronmental education facilities

Public transportation facilities that are outside tmproved rights-of-way

glectric facilities, lines, cquipment, and appurtenances that are 33 kilovolts or greater
Communication, water and sewer, and natural gas transmission lings, pipes, cquipment,
and appurtenances {except minor projects as specified in Commission Rule 350-81)

Please contact the Columbia River Gorge Commission’s office if you need assistance or
have any questions. The Comrmnission recommends scheduling a pre-application meeting
to discuss your project with a planner before submitting your application for review.
Please call 509-493-3323 or contact us via our website at www.gorgecommission.org.
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SITE NAME:

WHITE SALMON

FILE NAME:

SITE NUMBER:

PO02423A

P0O02423A_WHITE SALMON_MW_FCD OPC_12-11-2015

LOCATION:

12 CRESTVIEW LN, WHITE SALMON, WA 98672

«[===Mobile-=

8960 NE ALDERWOOD ROAD
PORTLAND, OR 97220
PHONE: (503) 813-9000

FAX: (503) 736-3014

PROJECT INFORMATION:

PO02423A
WHITE SALMON

12 CRESTVIEW LN
WHITE SALMON, WA 98672

DATE RELEASE
7124115 PRELIMINARY CLIENT REVIEW

8/24/15 FINAL CONSTRUCTION SUBMITTAL

8/31/15 FINAL CONSTRUCTION SUBMITTAL

CONSTRUCTION SUBMITTAL.:

§T-1 COVER SHEET g A

c-1 OVERALL SITE PLAN} A

{c-z ENLARGED SITE PLA@ A

{C-3 FULL ELEVATIONS} A

{9-4 EQUIPMENT DETAILS}

RF-1 RF DESIGN

G-1 GENERAL NOTES

COUNTY:
KLICKITAT COUNTY

ZONING:
OS - OPEN SPACE

JURISDICTION:
KLICKITAT COUNTY

CONTACT PERSON:

MITZI BODINE 971-409-5381

C/O ODELIA PACIFIC CORPORATION
4531 SE BELMONT ST., SUITE 202
PORTLAND, OR 97215

PROPERTY OWNER:  TOWER INFO:

CROWN CASTLE CROWN CASTLE NAME: WHITE SALMON
8547 154TH AVE NE CROWN CASTLE SITE #: 829066
REDMOND, WA 98052

JENNIFER COMFORT

206-427-6880

PARCEL NUMBER(S) & AREA:

PARCEL #: 03112853000200

223,900 SQ. FEET+

5.14 ACRES+

PROJECT AREA: 120 SQ. FEETz (8'x15")

PROJECT COORDINATES:
LAT: N 45°43'18.8'N (45.721891)
LONG: W 121°26'18.2" (-121.438346)

SOURCE:  CCI SITES (11-11-2014)
DATUM: NAD 83

UTILITY PROVIDERS:

TELCO/FIBER PROVIDER:  TBD
POWER PROVIDER: KLICKITAT PUD

GENERAL INFORMATION:

1. PARKING REQUIREMENTS ARE UNCHANGED

2. TRAFFIC IS UNAFFECTED

3. SIGNAGE AT SITE IS EXISTING

4. SITE IS UNMANNED AND HANDICAP ACCESS IS NOT REQUIRED

CODE INFORMATION:

1.1BC-2015, INTERNATIONAL BUILDING CODE
2. NEC-2014 NATIONAL ELECTRIC CODE

3. OCCUPANCY GROUP: U

4. CONSTRUCTION TYPE: II-B

T-MOBILE ALSO PROPOSES TO ADD RELATED ANCILLARY EQUIPMENT.

A

APPLICANT:

T-MOBILE WEST LLC
8960 NE ALDERWOOD ROAD
PORTLAND, OR 97220
CONTACT:  MITZI BODINE
971-409-5381
ZONING CONTACT: BJORN MORFIN
503-781-9762
CONST. CONTACT: BOE BOEDIGHEIMER
503-877-0350

MITZI BODINE
971-409-5381

SITE ACQ. CONTACT:

PROJECT DESCRIPTION:

T-MOBILE PROPOSES TO REMOVE (1) EXISTING WHITE MICROWAVE
ANTENNA AND INSTALL (1) NEW MICROWAVE ANTENNA (COLOR TO
MATCH EXISTING) WITH (1) NEW RADIO UNIT MOUNTED BEHIND NEW
MICROWAVE ON AN EXISTING 65' WOOD POLE. T-MOBILE WILL INSTALL
(1) IDU IN EXISTING SUPPORT CABINET. T-MOBILE ALSO PROPOSES TO
REUSE EXISTING COAX RUN FOR NEW MICROWAVE ANTENNA.

PROJECT INFORMATION CONT'D

e

FROM THE T-MOBILE OFFICE:

DEPART NE ALDERWOOD RD TOWARD NE CLARK ST 454 FT

ROAD NAME CHANGES TO NE CLARK ST (0.1 MI)

TURN RIGHT ONTO NE HOLMAN ST (121 FT)

ROAD NAME CHANGES TO NE 105TH AVE (0.5 MI)

TURN RIGHT ONTO US-30 BYP / NE SANDY BLVD (0.6 MI)

TAKE RAMP LEFT FOR I-205 SOUTH TOWARD SALEM / PORTLAND

(0.8 M)

7. ATEXIT 22, TAKE RAMP RIGHT FOR I-84 EAST / US-30 EAST
TOWARD THE DALLES (55.5 MI)

8. ATEXIT 64, TAKE RAMP RIGHT TOWARD BINGEN / WHITE
SALMON (0.2 MI)

9. TURN LEFT ONTO US-30 / HOOD RIVER BRIDGE (417 FT)

10. BEAR RIGHT ONTO HOOD RIVER BRIDGE TOLL ROAD ENTERING
WASHINGTON (1.1 MI)

11, TURN RIGHT ONTO WA-14 76 ON THE CORNER (4.6 MI)

12. TURN LEFT ONTO COURTNEY RD (1.2 MI)

13, TURN LEFT TO STAY ON COURTNEY RD (0.9 MI)

14, KEEP LEFT TO STAY ON COURTNEY RD UNPAVED ROAD (2.4 MI)

15, TURN LEFT ONTO FORBES RD UNPAVED ROAD (0.5 MI)

16, TURN LEFT ONTO CRESTVIEW LN (0.2 MI)

[SELENS

FOLLOW GRAVEL ROAD DOWN TO THE RADIO STATION
SITE WILL BE ON THE RIGHT ON A PAD.

EST. TIME: 1HR 17 MINS.
EST. MILEAGE: 68.9 MI

SIGNATURE

SITE ACQ:

DATE

10/29/15 FINAL CONSTRUCTION SUBMITTAL

1\| 12/11/15 JURISDICTION CHECKSHEET

MITZI BODINE (971) 409-5381

ZONING:

BJORN MORFIN (503) 781-9762

RF ENGINEER:

CONST. MGR:

RUDY HEDGES (971) 222-7835

OPS. MGR:

SCOTT WINECOFF (425) 829-0030

DEV. MGR:

MICHELLE PLOOF (509) 220-9473

PROJECT MGR:

AMBER HATCH (530) 318-1600

REGULATORY:

STEVE HARRIS (425) 770-1568

DRAWING INFORMATION:

THIS DRAWING IS COPYRIGHTED AND IS THE SOLE
PROPERTY OF THE OWNER. IT IS PRODUCED SOLELY
FOR USE BY THE OWNER AND ITS AFFILIATES.
REPRODUCTION OR USE OF THIS DRAWING AND/OR
THE INFORMATION CONTAINED IN IT IS FORBIDDEN
WITHOUT THE WRITTEN PERMISSION OF THE OWNER

PLANS PREPARED BY:

cushing

Civil Engineers

Don Cushing Associates
Civil Engineers

107 SE WASHINGTON STREET
SUITE 265
PORTLAND, OR 97214
(503) 387-5331

www.cushing-engr.com

LICENSURE:

RENEWAL DATE 12/31/15

SHEET TITLE:

COVER
SHEET

SHEET NUMBER:

SHEET INDEX

PROJECT INFORMATION

LOCATOR MAP

SCALE: NTS

DRIVING DIRECTIONS

DOCUMENT REVIEW

T-1




EXISTING BUILDING
(1,850 SF #)

EXISTING BUILDING
(1,900 SF #)

o

0S - OPEN SPACE

ADJACENT ZONING

OS - OPEN SPACE

T
|
|
‘ ADJACENT ZONING
|

PARCEL #: 03112853000200
223,900 SQ. FEET+
5.14 ACRESt
PROJECT AREA: 120 SQ. FEET% (8'x15")

T

|

|

|
PARCEL INFORMATION T

|

|

ADJACENT ZONING

0S - OPEN SPACE

CRESTVIEW LN
10' WIDE
r

(4,000 SF 1)

EXISTING BUILDING

EXISTING BUILDING
(1,500 SF 1)

EXISTING BUILDING
(4,000 SF #)

ADJACENT ZONING
OS - OPEN SPACE

(5,000 SF #)

ADJACENT ZONING
0S - OPEN SPACE |

_—

EXISTING BUILDING

PROPOSED PROJECT AREA

SEE SHEET C-2 FOR DETAILS
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«[===Mobile-=

8960 NE ALDERWOOD ROAD
PORTLAND, OR 97220
PHONE: (503) 813-9000

FAX: (503) 736-3014

PROJECT INFORMATION:

PO02423A
WHITE SALMON

12 CRESTVIEW LN
WHITE SALMON, WA 98672

RELEASE
PRELIMINARY CLIENT REVIEW

DATE
7124115

8/24/15 FINAL CONSTRUCTION SUBMITTAL

8/31/15 FINAL CONSTRUCTION SUBMITTAL

10/29/15 FINAL CONSTRUCTION SUBMITTAL

1\| 12/11/15 JURISDICTION CHECKSHEET

DRAWING INFORMATION:

THIS DRAWING IS COPYRIGHTED AND IS THE SOLE
PROPERTY OF THE OWNER. IT IS PRODUCED SOLELY
FOR USE BY THE OWNER AND ITS AFFILIATES.
REPRODUCTION OR USE OF THIS DRAWING AND/OR
THE INFORMATION CONTAINED IN IT IS FORBIDDEN
WITHOUT THE WRITTEN PERMISSION OF THE OWNER.

PLANS PREPARED BY:

cushing

Civil Engineers

Don Cushing Associates
Civil Engineers
107 SE WASHINGTON STREET
SUITE 265
PORTLAND, OR 97214
(503) 387-5331
www.cushing-engr.com

LICENSURE:

RENEWAL DATE 12/31/15

SHEET TITLE:

OVERALL
SITE PLAN

SHEET NUMBER:

C-1

OVERALL SITE PLAN

11X17 SCALE: 1" = 400'

22X34 SCALE% 1"=200" 3




EXISTING 65' WOOD POLE

ANTENNA & REPLACE WITH(1) .
MICROWAVE ANTENNA (COLOR TO MATCH
EXISTING) WITH (1) RFU BEHIND NEW
MICROWAVE ANTENNA

EXISTING (4) RUNS OF 7/8" COAX

EXISTING 10'
ACCESS ROADA

EXISTING EVERGREEN
TREES A

New meter base

2" PVC 30 inch
deep trench, 2”
electrical conduit
and 4/0 Triurd
secondary wire

EXISTING THIRD PARTY SHELTER

ON POWER CABINET

EXISTING 6' FENCE WITH
BARBED WIRE TOP

EXISTING 4' GATE

EXISTING 8'X15'
T-MOBILE LEASE
AREA & PAD WITH
CANOPY ABOVE

EXISTING T-MOBILE RADIO STACK

EXISTING T-MOBILE GSM CABINET

EXISTING T-MOBILE RADIO CABINET

PROPOSED (1) IDU
INSIDE EXISTING
SUPPORT CABINET

KPUD wood Pole

PROPPSED T-MOBILE ICE BRIDGE

EXISNG THIRD PARTY SHELTER

40Ft of wire
coiled at

the pole. KPUD
will build a 2”
riser up the pole
on the existing
standoff brackets
and terminate the
wire. Also provide
all trenching and
backfill to KPUD
specifications and
install warming
tape installed 6”
to 12” below
finished grade
level.

EXISTING THIRD\PARTY SHH

N

«[===Mobile-=

8960 NE ALDERWOOD ROAD
PORTLAND, OR 97220
PHONE: (503) 813-9000

FAX: (503) 736-3014

PROJECT INFORMATION:

PO02423A
WHITE SALMON

12 CRESTVIEW LN
WHITE SALMON, WA 98672

DATE RELEASE
7124115 PRELIMINARY CLIENT REVIEW

8/24/15 FINAL CONSTRUCTION SUBMITTAL

8/31/15 FINAL CONSTRUCTION SUBMITTAL

10/29/15 FINAL CONSTRUCTION SUBMITTAL

12/11/15 JURISDICTION CHECKSHEET

=

4/8/16 COMMISSION ADDITION

DRAWING INFORMATION:

THIS DRAWING IS COPYRIGHTED AND IS THE SOLE
PROPERTY OF THE OWNER. IT IS PRODUCED SOLELY
FOR USE BY THE OWNER AND ITS AFFILIATES.
REPRODUCTION OR USE OF THIS DRAWING AND/OR
THE INFORMATION CONTAINED IN IT IS FORBIDDEN
WITHOUT THE WRITTEN PERMISSION OF THE OWNER.

PLANS PREPARED BY:

cushing

Civil Engineers

Don Cushing Associates
Civil Engineers
107 SE WASHINGTON STREET
SUITE 265
PORTLAND, OR 97214
(503) 387-5331
www.cushing-engr.com

LICENSURE:

RENEWAL DATE 12/31/17

SHEET TITLE:

ENLARGED
SITE PLAN

SHEET NUMBER:

ENLARGED SITE PLAN

11X17 SCALE: 1" = 100" | 22X34 SCALE: 1"=5'-0"

C-2



Boedy
Oval

Boedy
Callout
KPUD wood Pole

Boedy
Arrow

Boedy
Arrow

Boedy
Callout
2" PVC 30 inch deep trench, 2”
electrical conduit and 4/0 Triurd secondary wire

Boedy
Callout
40Ft of wire coiled at
the pole. KPUD will build a 2” riser up the pole on the existing standoff brackets and terminate the wire. Also provide
all trenching and backfill to KPUD specifications and install warming tape installed 6” to 12” below finished grade level.

Boedy
Callout
New meter base


NOTE: NOTE:
1. THIS DRAWING IS FOR REPRESENTATIONAL PURPOSES ONLY. 1. THIS DRAWING IS FOR REPRESENTATIONAL PURPOSES ONLY.
2. EXISTING ANTENNA RAD CENTER VERIFIED FROM 1A SURVEY.

2. EXISTING ANTENNA RAD CENTER VERIFIED FROM 1A SURVEY. *
“[===Mobile-

8960 NE ALDERWOOD ROAD
PORTLAND, OR 97220
PHONE: (503) 813-9000

FAX: (503) 736-3014

PROJECT INFORMATION:

PO02423A
WHITE SALMON

12 CRESTVIEW LN
WHITE SALMON, WA 98672

DATE RELEASE
7124115 PRELIMINARY CLIENT REVIEW
8124115 FINAL CONSTRUCTION SUBMITTAL
EXISTING T-MOBILE ANTENNA ARRAY

8/31/15 FINAL CONSTRUCTION SUBMITTAL

10/29/15
TOP OF TOWER & OVERALL HEIGHT TOP OF TOWER & OVERALL HEIGHT
@ 65-0" AGL +/- H

@ 650" AGL +/- H

FINAL CONSTRUCTION SUBMITTAL

>

.S

12/11/15 JURISDICTION CHECKSHEET

EXISTING T-MOBILE _MICROWAVE ANTENNA q]
@ 60-0" AGL +/- |

x-S

-

EXISTING T-MOBILE MICROWAVE ANTENNA i
@ 60-0" AGL +/-

EXISTING T-MOBILE_MICROWAVE ANTENNA
@ 57-0" AGL +/-

Ve Y M PROPOSED T-MOBILE MICROWAVE ANTENNA 4
Y

DRAWING INFORMATION:
O

@57 AL+ Y THIS DRAWING IS COPYRIGHTED AND IS THE SOLE
PROPERTY OF THE OWNER. IT IS PRODUCED SOLELY
FOR USE BY THE OWNER AND ITS AFFILIATES.
REPRODUCTION OR USE OF THIS DRAWING AND/OR
THE INFORMATION CONTAINED IN IT IS FORBIDDEN
WITHOUT THE WRITTEN PERMISSION OF THE OWNER.

COAX{
\
CO/\)i—

EXISTING WHITE T-MOBILE
MICROWAVE ANTENNAS

COAX:
COAX-

PLANS PREPARED BY:

REMOVE (1) EXISTING WHITE Cu Shing

COAX:

EXISTING THIRD PARTY
MICROWAVE DISHES

COAX

EXISTING 65' WOOD POLE\

(4) EXISTING RUNS OF 7/8" COAX

& (2) RUNS OF 1/2" COAX \

25" MICROWAVE ANTENNA & Civil Engineers
REPLACE WITH (1) NEW 15.3" . .
MICROWAVE ANTENNA Don Cushing Associates
PAINT NEW MICROWAVE Civil Engineers

DISH TO MATCH A

COA
COAX:

107 SE WASHINGTON STREET
SUITE 265
PORTLAND, OR 97214
(503) 387-5331
www.cushing-engr.com

INSTALL (1) RFU BEHIND NEW /SEE LICENSURE:
MICROWAVE ANTENNA NV :

COAX

EXISTING 65' WOOD POLE\

EXISTING T-MOBILE ICE BRIDGE

COA

COAX:

COA

COAX:

EXISTING T-MOBILE EQUIPMENT
] CABINETS REROUTE (1) EXISTING RUN OF
1/2" COAX TO NEW MICROWAVE
ANTENNA

CO,

COAX:

COAX:

EXISTING 6'-0" TALL CHAIN LINK FENCE

COA

COAX-
COA;

EXISTING RADIO STACK INSTALL (1) IDU IN CABINET

COAX:
COA

COAX-

RENEWAL DATE 12/31/15
:EXISTING CANOPY

OA

8 SHEET TITLE:
/] | \

FULL
: ELEVATIONS

| COA;
I

e S

T‘;j

il | |

GROUND LEVEL (GL)

| = .|| {NATURAL & FiNISHED GRADE } GROUND LEVEL (GL) | { NATURAL & FINISHED GRADE
C J

A : i = A SHEET NUMBER:

EXISTING ELEVATION 11X17 SCALE: "= 100" | 22x34scae=1=5 | 1 | PROPOSED ELEVATION C-3
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1 AZIMUTH DIAGRAM

DONOR TO PO02446A

SCALE:N.T.S.

NOTE:
COLOR TO MATCH EXISTING

_
(I 15.3"
I
U ;V
MODEL NUMBER WEIGHT
SB1-220 131bs
MANUFACTURER DIAMETER
COMMSCOPE 15.3"

1' MICROWAVE ANTENNA DETAIL
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SCALE:N.T.S.

ODU MOUNTING DETAIL
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10.4"
MODEL: ODU 600
MANUFACTURER: AVIAT
DIMENSIONS (LxWxD): 10.4"x10.4"x4.9"
WEIGHT: 11 Ibs
MOUNT TO BACK OF ANTENNA
2 ODU DETAIL
SCALE:N.T.S.
TOWER MOUNTED EQUIPMENT SPECIFICATIONS CHART
ACTION QUANTITY ITEM MFGR. MODEL DIMENSIONS WEIGHT
MICROWAVE "
ADD NEW 1 ANTENNA RFS SB1-220 15.3"@ 13 Ibs
ADD NEW 1 OobuU AVIAT ODU 600 10.4"x10.4"x4.9" 11 |bs
MICROWAVE y/ o) "
REMOVE 1 ANTENNA ERICSSON UKY 210 7/SC11 25"X25"X14.3 22 |bs
REMAIN 2 COAX COMMSCOPE LDF4-50A 1/2'd 0.22 Ib/ft
MICROWAVE Ty "
REMAIN 1 ANTENNA ERICSSON UKY 210 7/SC11 25"X25"X14.3 22 |bs
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SCALE:N.T.S.

TOWER MOUNTED EQUIPMENT SPECIFICATION CHART
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SCALE:N.T.S.

«[===Mobile-

8960 NE ALDERWOOD ROAD
PORTLAND, OR 97220
PHONE: (503) 813-9000

FAX: (503) 736-3014
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12 CRESTVIEW LN
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DATE RELEASE
7/24/115 PRELIMINARY CLIENT REVIEW
8/24/15 FINAL CONSTRUCTION SUBMITTAL
8/31/15 FINAL CONSTRUCTION SUBMITTAL
10/29/15 FINAL CONSTRUCTION SUBMITTAL
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PO02446A Frequency (MHz) = 23000.0 P0O02423A
Latitude 4541 01.40N K= 1.33 Latitude 4543 19.40N
Longitude 12123 04.30 W %F1=100.00 Longitude 12126 19.30 W
Azimuth 315.30° Azimuth 135.27°
Elevation 613 ft ASL Elevation 2239 ft ASL
Antenna CL 10.0 ft AGL Antenna CL 57.0 ft AGL

Transmission details (PO02446A-GT27-PO02423A-WP57.pl5)

T | bt | e camy | Recte s | Thamade | o
g9in (dB) | 1 itipath (dB)
64QAM 213 Mbps| 18.50| 18.50| -68.50| -68.50| 54.30| 54.30| -47.34| -47.34| 21.16| 21.16| 21.16| 21.16
32QAM 172 Mbps | 18.50| 18.50| -71.00| -71.00| 54.30| 54.30| -47.34| -47.34| 23.66| 23.66| 23.66| 23.66
16QAM 150 Mbps | 19.50| 19.50| -73.75| -73.75| 55.30| 55.30| -46.34| -46.34| 27.41| 27.41| 27.41| 27.41
4QAM 63 Mbps | 20.50| 20.50| -84.75| -84.75| 56.30| 56.30| -45.34| -45.34| 39.41| 39.41| 39.41| 39.41
Wr(:]ruslttigzﬂth Annual multipath Annual rain Totalng}r/\)ual (2 Time ivr;an;)ode (2
1024QAM 371 Mbps | 99.9679 | 99.9679| 99.9934 | 99.9934 | 99.5743 | 99.5743 99.5612 99.5612
512QAM 355 Mbps | 99.9848 | 99.9848 | 99.9969 | 99.9969 | 99.9418 | 99.9418 99.9356 0.3745
256QAM 300 Mbps | 99.9964 | 99.9964 | 99.9993 | 99.9993| 99.9950 | 99.9950 99.9935 0.0579
128QAM 258 Mbps | 99.9984 | 99.9984| 99.9997 | 99.9997 | 99.9977 | 99.9977 99.9970 0.0035
64QAM 213 Mbps | 99.9994 | 99.9994 | 99.9999 | 99.9999 | 99.9987 | 99.9987 99.9984 0.0014
32QAM 172 Mbps | 99.9997 | 99.9997 | 99.9999 | 99.9999 | 99.9990 | 99.9990 99.9989 0.0004
16QAM 150 Mbps | 99.9999 | 99.9999| 99.9999| 99.9999 | 99.9993 | 99.9993 99.9992 0.0004
4QAM 63 Mbps | 99.9999 | 99.9999 | 99.9999 | 99.9999 | 99.9998 | 99.9998 99.9998 0.0005

Throughput: 258 Mbps_ACM

Multipath fading method - Vigants - Barnett

Rain fading method - Crane

PO02446A PO02423A
Call sign WQGZ344 WQGZ340
Station code Recipient Donor
Latitude 4541 01.40N 45431940 N
Longitude 12123 04.30 W 12126 19.30 W
True azimuth (°) 315.30 135.27
Vertical angle (°) 4.84 -4.88
Elevation (ft) 613.00 2238.60
Tower height (ft) 30.00 60.00
Antenna model SB1-220 (TR) SB1-220 (TR)
Antenna gain (dBi) 35.80 35.80
Antenna height (ft) 10.00 57.00
Frequency (MHz) 23000.00
Polarization Vertical
Path length (mi) 3.74
Free space loss (dB) 135.29
Atmospheric absorption loss (dB) 1.15
Field margin (dB) 1.00
Net path loss (dB) 65.84 65.84
Radio model | CTRE6sp23_50M_ACM | CTRE6sp23_50M_ACM
Radio file name cte6s2350m_acm cte6s2350m_acm
Emission designator 50M0D7W 50M0D7W
Climatic factor 1.00
Terrain roughness (ft) 140.00
C factor 0.26
Average annual temperature (°F) 40.94
Fade occurrence factor (Po) 7.883E-004
Polarization Vertical
Rain region Portland, Oregon
T)((d%c;\:\/)er Rlé(vter;r(%sé\ncil)d EIRP (dBm) Rec?LvBe ms)ignal Tmhz:mal fade 'r:riztr;?r??
gin (dB) | uitipath (dB)
1024QAM 371 Mbps| 15.50| 15.50| -54.25| -54.25| 51.30| 51.30| -50.34| -50.34| 3.91 3.91 3.91 3.91
512QAM 355 Mbps| 16.00| 16.00| -57.00| -57.00| 51.80| 51.80| -49.84| -49.84| 7.16| 7.16| 7.16| 7.16
256QAM 300 Mbps | 17.50| 17.50| -61.75| -61.75| 53.30| 53.30| -48.34| -48.34| 13.41| 13.41| 13.41| 13.41
128QAM 258 Mbps | 17.50| 17.50| -65.25| -65.25| 53.30| 53.30| -48.34| -48.34| 16.91| 16.91| 16.91| 16.91

MICROWAVE DESIGN
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GENERAL NOTES: GENERAL NOTES CONTINUED: SITE WORK NOTES CONTINUED: AC AIR CONDITIONING MFR MANUFACTURER
1. DRAWINGS ARE NOT TO BE SCALED, WRITTEN DIMENSIONS TAKE PRECEDENCE, THIS SET [16. THE CONTRACTOR SHALL PERFORM WORK DURING OWNER'S PREFERRED HOURS TO 9. BMP'S FOR TEMPORARY EROSION/SEDIMENTATION CONTROL SHALL BE IMPLEMENTED PER 22; ﬁgé%SETQ%SEH FLOOR mR m"‘l‘QSI\EAR
OF DOCUMENTS IS INTENDED TO BE USED FOR DIAGRAMMATIC PURPOSED ONLY, UNLESS AVOID DISTURBING NORMAL BUSINESS. LOCAL, CITY OR COUNTY GUIDELINES AND PER PLAN IF APPLICABLE. AGL ABOVE GRADE LEVEL MISC MISCELLANEOUS
NOTED OTHERWISE. THE GENERAL CONTRACTOR'S SCOPE OF WORK SHALL INCLUDE APPROX  APPROXIMATELY N NORTH
FURNISHING ALL MATERIALS, EQUIPMENT, LABOR AND ANY REQUIREMENTS DEEMED 17.  SEAL ALL PENETRATIONS THROUGH FIRE-RATED AREAS WITH U.L. LISTED OR FIRE TOWER/POLE NOTES: ASTM AMERIGAN SOGIETY FOR | NA NOT APPLICABLE
NECESSARY TO COMPLETE INSTALLATION AS DESCRIBED IN THE DRAWINGS AND MARSHAL APPROVED MATERIALS AS APPLICABLE TO THIS FACILITY AND OR PROJECT SITE. TESTING & MATERIALS | NIC NOT IN CONTRACT
OWNER'S PROJECT MANUAL. 1. VERIFICATION THAT THE EXISTING TOWER-POLE CAN SUPPORT THE PROPOSED ANTENNA [ s AMERICAN WIRE GAUGE | NTS NOT TO SCALE
18.  CONTRACTOR SHALL BE RESPONSIBLE FOR UTILITY LOCATES, SCHEDULING, LOADING IS TO BE DONE BY OTHERS. BLDG BUILDING OC,olc  ONCENTER
2. THE CONTRACTOR IS RESPONSIBLE FOR ALL DIMENSIONS AND STANDARDIZED DETAILS COORDINATING SPECIAL AND BUILDING DEPARTMENT INSPECTIONS. BLK BLOCK oD OUTSIDE DIAMETER
THAT REQUIRE MODIFICATIONS DUE TO ACTUAL FIELD CONDITIONS AND REQUIREMENTS 2. PROVIDE SUPPORTS FOR THE ANTENNA COAX CABLES TO THE ELEVATION OF ALL INITIAL  |gmR BASE MOBILE RADIO OPG OPENING
MUST BE SUBMITTED TO AND APPROVED BY T-MOBILE WIRELESS REPRESENTATIVE PRIOR |19. CONTRACTOR SHALL BE RESPONSIBLE FOR CONTACTING AND UTILIZING ORIGINAL AND FUTURE ANTENNAS. ANTENNA COAX CABLES ARE TO BE SUPPORTED AND RIS BUILDING STANDARD OPP OPPOSITE
TO START OF WORK. ROOFING CONTRACTOR AS REQUIRED TO MAINTAIN ANY EXISTING ROOFING WARRANTY. RESTRAINED AT THE CENTERS SUITABLE TO THE MANUFACTURER'S REQUIREMENTS. CLG CEILING OHP OVERHEAD POWER
CLR CLEAR uGP UNDRGRND POWER
3. PRIOR TO THE SUBMISSION OF BIDS, CONTRACTORS INVOLVED SHALL VISIT THE JOB SITE [ 20. ROUTING OF ALL CONDUITS, CABLES, CABLE TRAYS ETC ARE INDICATED AS PROPOSED  [\VAULT NOTES: CONC CONCRETE OHT OVERHEAD TELCO
TO FAMILIARIZE THEMSELVES WITH ALL CONDITIONS AFFECTING THE PROPOSED LOCATION ONLY. CONFIRM THE EXACT LOCATION AND ROUTING WITH THE ON SITE —_— CONST  CONSTRUCTION UGT UNDRGRND TELCO
PROJECT. CONTRACTORS SHALL VISIT THE CONSTRUCTION SITE WITH THE T-MOBILE CONSTRUCTION MANAGER PRIOR TO STARTING WORK. THE FOLLOWING INSTALLATION INFORMATION COVERS THE MAIN ASPECTS OF THE VAULT |CONT CONTINUOUS PLYWD  PLYWOOD
CONSTRUCTION/CONTRACT DOCUMENTS TO VERIFY FIELD CONDITIONS AND CONFIRM INSTALLATION. REFER TO ASTM SPECIFICATION C-891 "INSTALLATION OF UNDERGROUND | DBL DOUBLE PR PAIR
THAT THE PROJECT WILL BE ACCOMPLISHED AS SHOWN. PRIOR TO PROCEEDING WITH | GONCRETE NOTES: PRECAST CONCRETE UTILITY STRUCTURES" FOR ADDITIONAL DETAILS. DIA, @ DIAMETER Eggé gsg;EE%TTY
CONSTRUCTION, ANY ERRORS, OMISSIONS, OR DISCREPANCIES SHALL BE BROUGHT TO DIAG DIAGONAL
THE ATTENTION OF THE ARCHITECT/ENGINEER VERBALLY AND IN WRITING. 1. EXCAVATION AND BEDDING: DIM DIMENSION PT ' PRESSURE TREATED
1. ALL CONCRETE WORK SHALL BE IN ACCORDANCE WITH THE ACI 301, ACI 318 AND THE DN DOWN REQD  REQUIRED
4. THE GENERAL CONTRACTOR SHALL RECEIVE WRITTEN AUTHORIZATION TO PROCEED SPECIFICATION CAST-IN-PLACE CONCRETE. INSTALLATION OF VAULTS REQUIRES THAT THE CUSTOMER PROVIDE THE EXCAVATION IN  |DTL, DETL DETAIL RM ROOM
WITH CONSTRUCTION PRIOR TO STARTING WORK ON ANY ITEM NOT CLEARLY DEFINED BY WHICH TO LOWER THE INDIVIDUAL COMPONENTS INTO PLACE. THE EXCAVATIONMUST | DWG DRAWING RO. RO SH OPENING
THE CONSTRUCTION DRAWINGS/CONTRACT DOCUMENTS. 2. ALL CONCRETE SHALL HAVE A MINIMUM COMPRESSIVE STRENGTH OF 2450 PS| AT 28 ALLOW FOR OVERALL HEIGHT OF VAULT PLUS THE ADDED HEIGHT OF RISERS, ACCESS E EAST SHT SHEET
DAYS (UNO). DOORS, FRAMES AND COVERS, ETC. BEDDING MATERIAL SHOULD CONSIST OF 3" TO 6" OF |EA EACH M SIMILAR
5. THE CONTRACTOR SHALL SUPERVISE AND DIRECT THE PROJECT DESCRIBED IN THE COMPACTED PEA GRAVEL, GRADED LEVEL. A MINIMUM CLEARANCE OF 6" AROUND THE ~ |EL, ELEV  ELEVATION SPEC SPECIFICATION
CONTRACT DOCUMENTS. THE CONTRACTOR SHALL BE SOLELY RESPONSIBLE FOR ALL 3. REINFORCING STEEL SHALL CONFORM TO ASTM A 615, GRADE 60, DEFORMED UNLESS SIDE AND END WALLS OF THE VAULT IS REQUIRED FOR EASE OF INSTALLATION. ELECT ELECTRICAL sQ SQUARE
CONSTRUCTION MEANS, METHODS, TECHNIQUES, SEQUENCES, SAFETY, AND NOTED OTHERWISE. WELDED WIRE FABRIC SHALL CONFORM TO ASTM A 185 WELDED EQ EQUAL oS STAINLESS STEEL
PROCEDURES FOR COORDINATING ALL PORTIONS OF THE WORK UNDER THE CONTRACT. STEEL WIRE FABRIC UNLESS NOTED OTHERWISE. SPLICES CLASS "B" AND ALL HOOKS 2. OFF-LOADING AND SETTING: EQuUIP EQUIPMENT STL STEEL
SHALL BE STANDARD (UNO). EW. EACH WAY STRUCT  STRUCTURAL
6. THE CONTRACTOR SHALL INSTALL ALL EQUIPMENT AND MATERIALS ACCORDING TO THE VAULT IS ASSEMBLED BY LOWERING EACH SECTION INTO THE EXCAVATION. THE EXIST EXISTING SUSP SUSPENDED
MANUFACTURER'S/VENDOR'S SPECIFICATIONS UNLESS NOTED OTHERWISE ORWHERE ~ |4.  THE FOLLOWING MINIMUM CONCRETE COVER SHALL BE PROVIDED FOR REINFORCING BASE SECTION IS LOWERED FIRST, SET LEVEL AND FIRMLY POSITIONED BEFORE PLACING | EXT EXTERIOR SV SHEET VINYL
LOCAL CODES OR ORDINANCES TAKE PRECEDENCE. STEEL UNLESS SHOWN OTHERWISE ON DRAWINGS: CONCRETE CAST AGAINST EARTH - 3 INTERMEDIATE AND/OR TOP SECTION. THE EXCAVATION MUST NOT CONTAIN WATER FIN FINISH THRU THROUGH
IN. CONCRETE EXPOSED TO EARTH OR WEATHER: WHEN SETTING VAULT. WHEN INSTALLING VAULT SECTIONS THAT HAVE FOUR LIFT POINT |FLUOR  FLUORESCENT TNND  TINNED
7. ALL WORK PERFORMED ON THE PROJECT AND MATERIALS INSTALLED SHALL BE IN STRICT #6 AND LARGER ~2IN. LOCATIONS, USE FOUR-WAY CABLE RIGGING WITH CABLES BEING OF EQUAL LENGTHAND  |FLR FLOOR TOC.  TOP OF CONCRETE
ACCORDANCE WITH ALL APPLICABLE CODES, REGULATIONS, AND ORDINANCES. #5 AND SMALLER & WWF ..........1-1/2 IN. WIDTH NO MORE THAN A 45 DEGREE ANGLE FROM VERTICAL. DO NOT LIFT BY LESS THAN  [FT FoOT TOM.  TOP OF MASONRY
CONTRACTOR SHALL GIVE ALL NOTICES AND COMPLY WITH ALL LAWS, ORDINANCES, FOUR CABLES. THE SEAL SURFACES BETWEEN SECTIONS MUST BE CLEAN AND THE GA GAUGE TYP TYPICAL
RULES, REGULATIONS AND LAWFUL ORDERS OF ANY PUBLIC AUTHORITY, MUNICIPAL AND |5. A 1/2 TROWELED RADIUS SHALL BE PROVIDED AT ALL EXPOSED EDGES OF CONCRETE GASKET/SEALANT MUST BE IN PLACE. SPLICE GASKET/SEALANT AWAY FROM CORNERS. | GALY GALVANIZE(D) UBC UNIFORM BUILDING
UTILITY COMPANY SPECIFICATIONS, AND LOCAL AND STATE JURISDICTIONAL CODES (UNO). HOLES TO RECEIVE EXPANSION/WEDGE ANCHORS SHALL BE 1/8" LARGER IN REFER TO CATALOG DRAWING FOR PLACEMENT LOCATION. GC GENERAL CONTRACTOR CODE
BEARING ON THE PERFORMANCE OF THE WORK. DIAMETER THAN THE ANCHOR BOLT, DOWEL OR ROD AND SHALL CONFORM TO MFR GRND GROUND UNO.  UNLESS NOTED
RECOMMENDATION FOR EMBEDMENT DEPTH OR AS SHOWN ON THE DRAWINGS. AVOID |3 knockouTs: GWB GYPSUM WALL BOARD OTHERWISE
8. GENERAL CONTRACTOR SHALL PROVIDE, AT THE PROJECT SITE, A FULL SET OF CUTTING EXISTING REBAR WHEN DRILLING HOLES IN THE ELEVATED SLAB. SXES\?\/D ﬁxgguwhﬂoggARD VERT VERTICAL
CONSTRUCTION DOCUMENTS UPDATED WITH THE LATEST REVISIONS INVOLVED WITH THE KNOCKOUTS ARE PROVIDED IN VARIOUS LOCATIONS IN SUFFICIENT NUMBER TO MEET THE HORIZ HORIZONTAL VIF VERIFY IN FIELD
PROJECT. THIS SET IS A VALID CONTRACT DOCUMENT ONLY IF THE TITLE SHEET IS 6. INSTALLATION OF CONCRETE EXPANSION/WEDGE ANCHOR, SHALL BE PER MAJORITY OF REQUIREMENTS. KNOCKOUTS ARE EASILY REMOVED BY STRIKING INTHE |11 HOUR VT VINYL TILE
STAMPED IN RED INK "FOR CONSTRUCTION" AND EACH SUCCESSIVE SHEET BEARS THE MANUFACTURER'S WRITTEN RECOMMENDED PROCEDURES. CENTER WITH A HAMMER OR SIMILAR TOOL. A SINGLE MODERATELY HEAVY BLOW WILL W HEIGHT w WEST
ARCHITECT'S/ENGINEER'S SIGNED WET STAMP. GIVE BETTER RESULTS THAN NUMEROUS LIGHT BLOWS. ONLY USE THE KNOCKOUT AREAS [yac  HEATING VENTING AND | oot WITH
7. FLOAT SURFACE SHALL BE A SMOOTH FINISH. SURFACE SHALL BE FREE OF ALL OBVIOUS PROVIDED ON VAULT FOR CONDUIT AND PIPE PENETRATIONS. A BLOCKOUT IN ANY OTHER AIR CONDITIONING WIN WINDOW
9. THE CONTRACTOR IS RESPONSIBLE FOR ADEQUATELY BRACING AND PROTECTING ALL DEPRESSIONS. SURFACE SHALL BE SLOPED AT 27 TO PROMOTE DRAINAGE AWAY FROM AREA COULD WEAKEN THE STRUCTURAL INTEGRITY OF THE VAULT. D INSIDE DIA wio WITHOUT
WORK DURING CONSTRUCTION AGAINST DAMAGE, BREAKAGE, COLLAPSE, ETC. EQUIPMENT. N INCH : wp WATERPROOF
ACCORDING TO APPLICABLE CODES, STANDARDS, AND GOOD CONSTRUCTION 4. BACKFILLING: INFO INFORMATION X ANGLE
PRACTICES. SITE WORK NOTES: INSUL  INSULATION & AND
BACKFILL AROUND THE VAULT SHOULD CONSIST OF GOOD COMPACTIBLE MATERIAL SUCH | INT INTERIOR ¢ CENTER LINE
10. THE CONTRACTOR SHALL MEET ALL OSHA REQUIREMENTS FOR ALL INSTALLATIONS. 1. RUBBISH, STUMPS, DEBRIS, STICKS, STONES AND OTHER REFUSE SHALL BE REMOVED AS SE'/I-'\UGRR;G'\I/E%L’SE)/;\I_'\%ROE OS,\‘ETL/E'%TUB\/;%*EFF'{%C'\&AST(E)E'éhum‘K"éO CASE SHALL THE MATERIAL 1LB(S) - POUNDIS) R PROPERTY LINE
: : LNA ANTENNA AMPLIFIER
1. ggﬁgSRNJgﬁgLOARNSDHF:\;EE iffgguigég ﬁgigbﬁ%’\ﬂRAgEETsng -Nr:\EVEC)(Cl)?\I-g¥SUCTION FROM THE SITE AND DISPOSED OF LEGALLY. BETWEEN THE VAULT WALLS AND NATIVE SOIL OF EXCAVATION. BACKFILLING SHOULD NOT | MAX MAXIMUM i@ :LMBER
: BE DONE UNTIL VAULT IS COMPLETELY ASSEMBLED MAKING CERTAIN TO COMPACT THE | MECH MECHANICAL
THE CONTRACTOR SHALL NOTIFY THE CONSULTANT OF ANY DAVAGE TO THE BUILDING | * [0, B2 O B BB DRD 18 S e o e o O AWAYFROMTREPES 1 g CkFILL PROGRESSIVELY FROM THE BOTTOM TO THE TOP SURFACES. ALLBACKFILUNG |ET.MTL METAL
g'ggR%Fé émA/mégEXLS;Egg{gi\ENSDAFFfNOXLNiJTDgEEF;\F;OTJCE%TH'ETSLJEATL]M\??)FTHE ' ' ’ IS THE RESPONSIBILITY OF THE CUSTOMER/CONTRACTOR. IF IN THE PUBLIC RIGHT OF
WAY, PUBLIC APPROVAL FROM GOVERNING AGENCY WILL NEED TO BE OBTAINED.
REPAIRED CONSTRUCTION. ANY ADDITIONAL MODIFICATIONS WHICH MUST BE MADE 3 l\Nﬂg'FéLRI]AOLz Es’\f\jBoAV’:l/}é)’\éE{éE gﬁ;ﬁﬁﬁg?géﬁ_ﬁ%gmﬁiﬁﬁg|EngREgMGB§ﬂl}is|[E)NErROZEN SECTIONAL VAULTS USED AS OIL/WATER SEPARATORS, GREASE TRAPS, OR HOLDING ABBREVIATIONS LEGEND
SHALL BE MADE AT THE CONTRACTOR'S EXPENSE. ' ' TANKS MUST NOT BE FILLED WITH WATER UNTIL BACKFILLING IS COMPLETE.
12. WHERE NEW PAVING, CONCRETE SIDEWALKS OR PATHS MEET EXISTING CONSTRUCTION, | * ;:Eﬁfgﬁg%gﬂéﬁ;g'@?g&ﬂg QSEEE:QTNE)SROUGHT TO A SMOOTH UNIFORM GRADE ATTENTION (OREGON SITES ONLY): A REVISION ROOMNOVBER
THE CONTRACTOR SHALL MATCH THE EXISTING PITCH, GRADE, AND ELEVATION SO THE ' . (D KEYNOTE A\ SECTION REFERENGE
ENTIRE STRUCTURE SHALL HAVE A SMOOTH TRANSITION. 5. ALLEXISTING ACTIVE SEWER, WATER, GAS, ELECTRIC, AND OTHER UTILITIES WHERE CALL 1-800-332-2344 48 HOURS BEFORE YOU DIG. OREGON LAW REQUIRES YOU TO FOLLOW | /2 perail ReFERENCE .
13. THE CONTRAGTOR SHALL MODIFY THE EXISTING FLOORS, WALL, CEILING, OR OTHER E’;ggltg\éTDEsgg ITI\'I_‘EHP%VS%,E ?(E?:%T?OENPSI?EETV% F/{\; /’\;LATLIE/IQES,R/\ET%&HT!EEFSEAS OAR 952-001-0010 THRU 952-001-0090. COPIES ARE AVAILABLE AT THE OREGON UTILITY “-
, NOTIFICATION CENTER 503-232-1987
CONSTRUCTION AS REQUIRED TO GAIN ACCESS TO AREAS FOR ALL MECHANICAL, ELEVATION DATUM
PLUMBING, ELECTRICAL, OR STRUCTURAL MODIFICATIONS. WHERE THE EXISTING DIRECTED BY ENGINEERS. EXTREME CAUTION SHOULD BE USED BY THE CONTRACTOR ELEVATION REFERENCE 65_ POINT
CONSTRUCTION DOGRS. PARTITIONS. CEILING. ETC.. ARE 10 BE REMOVED. MODIFIED. OR WHEN EXCAVATING OR PIER DRILLING AROUND OR NEAR UTILITIES. CONTRACTOR SHALL | ATTENTION (WASHINGTON SITES ONLY): &2/
y * el : * PROVIDE SAFETY TRAINING FOR THE WORKING CREW.
REARRANGED OR WHERE THE EXPOSED OR HIDDEN MECHANICAL, ELECTRICAL, SYSTEMS GALL 1.800.424.5555 48 HOURS BEFORE YOU DIG. WASHINGTON LAW REQUIRES YOU TO CHAINLINK FENCE  —o
ARE ADDED OR MODIFIED, THE GENERAL CONTRACTOR SHALL REPAIR, PATCH AND 6. ALLEXISTING INACTIVE SEWER, WATER, GAS, ELECTRIC AND OTHER UTILITIES, WHICH FOLLOW RCW 19.123. CHAPTER 144
MATCH ALL EXISTING CONSTRUCTION AND FINISHES OF ALL FLOORS WALLS AND INTERFERE WITH THE EXECUTION OF THE WORK. SHALL BE REMOVED AND SHALL BE : CEDAR FENCE o o o o o
CEILINGS. WHERE CONCRETE MASONRY CONSTRUCTION IS MODIFIED, THE CONTRACTOR GAPPED. PLUGGED OR OTHERWISE DISCONTINUED AT POINTS WHIGH WILL NOT
SHALL TOOTH IN ALL NEW CONSTRUCTION TO MATCH THE EXISTING BOND. WHERE ¥ POWER P P P
INTERFERE WITH THE EXECUTION OF THE WORK, SUBJECT TO THE APPROVAL OF
CONCRETE CONSTRUCTION IS MODIFIED, THE CONTRACTOR SHALL VERIFY THE EXACT ENGINEERING ' TELCO ; ; ;
DETAILS TO BE USED FOR CONSTRUCTION. ALL WORK SHALL BE COVERED UNDER THE '
GENERAL CONTRACT. 7. THE AREAS OF THE CUSTOMER'S PROPERTY DISTURBED BY THE WORK AND NOT POWER/TELCO /P /P /P
14. IF CONTRACTOR OR SUBCONTRACTOR FIND IT NECESSARY TO DEVIATE FROM ORIGINAL Sﬁl\é%iEMDg'LYOEEEFBEﬂ';EEgng'EVEE[;’;gY /SNRDCC%J\/S;;EDDS\IEI(')I"}\-‘{EI\’/IﬁTéhLABSES%Eg?FﬁEDDTRIAI’HE GAS GAs GAS GAs
APPROVED PLANS, THEN IT IS THE CONTRACTOR'S AND THE SUBCONTRACTOR'S SPECIFICATION L ANDSCAPE WORK.. OVERHEAD COAX
RESPONSIBILITY TO PROVIDE THE CONSULTANT WITH 4 COPIES OF THE PROPOSED - OHC OHC OHC
CHANGES FOR HIS APPROVAL BEFORE PROCEEDING WITH THE WORK. INADDITIONTHE | g gepy G MATERIAL FOR UTILITY LINES, CULVERTS AND PIPING: CLEAN SAND, MEDIUM TP COAX OAX OAX OAX
CONTRACTOR AND SUBCONTRACTORS SHALL BE RESPONSIBLE FOR PROCURING ALL COARSE. SUB ROUNDED NATURAL RIVER OR BANK SAND. WASHED. FREE OF SILT OR
NECESSARY APPROVALS FROM THE BUILDING AUTHORITIES FOR THE PROPOSED LAY LOAM. FRIABLE OR SOLUBLE MATERIALS. AND ORGANIC MATTER: GRADED IN CENTERLINE — — -
CHANGES BEFORE PROCEEDING WITH THE WORK. THE CONTRACTOR AND ACCORDANGE WITH THE FOLLOWING GRAIN SIZE DISTRIBUTION: :
SUBCONTRACTORS SHALL BE RESPONSIBLE FOR PROCURING ALL NECESSARY ‘ EASEMENT @ @— — — — — — — — — — —
INSPECTIONS AND APPROVALS FROM BUILDING AUTHORITIES DURING THE EXECUTION OF SIEVE SIZE PERCENT PASSING
THE WORK 700 PROPERTY LINE - —
NO. 4 MESH 60-90
NO. 8 MESH 0-45
15. CONTRACTOR TO PROVIDE A PORTABLE FIRE EXTINGUISHER WITH A RATING OF NOT LESS NO. 16 MESH 0-25
THAN 2-A OR 2-A10BC WITHIN 75 FEET TRAVEL DISTANCE TO ALL PORTIONS OF PROJECT NO. 100 MESH 0-2
AREA DURING CONSTRUCTION. NO. 200 MESH 0-2 SYMBOLS LEGEND
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